
Головний редактор:
П.І. Неєжмаков, д-р техн. наук, проф.,  
ННЦ “Інститут метрології”, Україна

Заступник головного редактора, науковий редактор:
Ю.Ф. Павленко, д-р техн. наук, проф.,  
ННЦ “Інститут метрології”, Україна

Редакційна колегія:
О. Боднар, доц., університет Еребру, Швеція
О.М. Величко, д-р техн. наук, проф.,  
ДП “Укрметртестстандарт”, Україна
М.М. Горобець, д-р фіз.-мат. наук, проф.,  
ХНУ імені В.Н. Каразіна, Україна
О.В. Дзисюк, Метрологічний центр військових еталонів 
Збройних Сил України, Україна
І.П. Захаров, д-р техн. наук, проф., ХНУРЕ, Україна
С.С. Зуб, д-р фіз.-мат. наук, 
ННЦ “Інститут метрології”, Україна
С.І. Кондрашов, д-р техн. наук, проф., НТУ “ХПІ”, Україна
О.Д. Купко, д-р техн. наук,  
ННЦ “Інститут метрології”, Україна
Е. Манске, д-р техн. наук, проф., Технічний університет  
Ільменау, Німеччина 
Г. Мачін, д-р природничих наук, проф., Національна фізична 
лабораторія, Велика Британія
І.О. Мель, ННЦ “Інститут метрології”, Україна
Л.А. Назаренко, д-р техн. наук, проф.,  
ХНУМГ ім. О.М. Бекетова, Україна
Г.Ю. Народницький, д-р техн. наук,  
ННЦ “Інститут метрології”, Україна
В.В. Паракуда, канд. техн. наук, доц., ДП “НДІ Система”, Україна
О.В. Прокопов, д-р фіз.-мат. наук, проф.,  
ННЦ “Інститут метрології”, Україна
В.В. Семенець, д-р техн. наук, проф., ХНУРЕ, Україна
В.В. Скляров, д-р. техн. наук,  
ННЦ “Інститут метрології”, Україна
Б.І. Стадник, д-р техн. наук, проф.,  
НУ “Львівська політехніка”, Україна
Ю.М. Туз, д-р техн. наук, проф.,  
НТУУ “КПІ ім. Ігоря Сікорського”, Україна

Відповідальний редактор С.В. Білоусова
Літературний редактор Н.О. Мірошниченко
Комп’ютерна верстка і дизайн Г.С. Мицік

Надруковано в ННЦ “Інститут метрології”.
Адреса редакції: ННЦ “Інститут метрології”, 
вул. Мироносицька, 42, м. Харків, 61002
Тел.: (057) 704-98-43, факс: (057) 700-34-47
Е-mail: journal@metrology.kharkov.ua
Вебсайт: http://umj.metrology.kharkov.ua/

Видання індексується міжнародною бібліометричною 
та наукометричною базою даних Web of Science Core 
Collection, Google Scholar, WorldCat i BASE.
ISSN (Print) 2306-7039
ISSN (Online) 2522-1345
DOI: 10.24027/2306-7039

Журнал зареєстрований у  Міністерстві юстиції 
України. Свідоцтво про державну реєстрацію cерія 
КВ № 22932-12832ПР від 26 вересня 2017 р.
“Український метрологічний журнал” включено до Переліку 
наукових фахових видань України на підставі Наказу МОН 
України від 15 жовтня 2019 р. № 1301 (категорія “А”).
ННЦ “Інститут метрології” зареєстрований у  Державному 
комітеті телебачення і  радіомовлення України. Свідоцтво 
видавця серія ДК № 5944 від 15.01.2018 р.

Електронна версія – на сайті НБУ ім. В.І. Вернадського 
НАН України www.nbuv.gov.ua/portal/natural/Umlzh/index.html

Журнал видається з 1995 р.

UKRAINIAN 
METROLOGICAL

JOURNAL
Editor-in-Chief: 
P. Neyezhmakov, National Scientific Centre “Institute of Metrology”, 
Kharkiv, Ukraine

Deputy Editor-in-Chief, Scientific Editor: 
Yu. Pavlenko, National Scientific Centre “Institute of Metrology”, 
Kharkiv, Ukraine 

Editorial Board:
O. Bodnar, Örebro University, Örebro, Sweden
O. Dzysyuk, Metrology Center of Military Standards of the Armed 
Forces of Ukraine, Kharkiv, Ukraine
M. Gorobets, V.N. Karazin Kharkiv National University,  
Kharkiv, Ukraine 
S. Kondrashov, National Technical University “Kharkiv Polytechnic 
Institute”, Kharkiv, Ukraine
O. Kupko, National Scientific Centre “Institute of Metrology”, 
Kharkiv, Ukraine
G. Machin, National Physical Laboratory, Teddington, UK
E. Manske, Technical University of Ilmenau, Germany
I. Mel, National Scientific Centre “Institute of Metrology”,  
Kharkiv, Ukraine
G. Narodnytskyi, National Scientific Centre “Institute of Metrology”, 
Kharkiv, Ukraine
L. Nazarenko, O.M. Beketov National University of Urban Economy 
in Kharkiv, Kharkiv, Ukraine
V. Parakuda, DP NDI “Systema”, Lviv, Ukraine
O. Prokopov, National Scientific Centre “Institute of Metrology”, 
Kharkiv, Ukraine
V. Semenets, Kharkiv National University of Radio Electronics,  
Kharkiv, Ukraine
V. Sklyarov, National Scientific Centre “Institute of Metrology”, 
Kharkiv, Ukraine
B. Stadnyk, Lviv Polytechnic National University, Lviv, Ukraine
Yu. Tuz, National Technical University of Ukraine “Igor Sikorsky 
Kyiv Polytechnic Institute”, Kyiv, Ukraine
O. Velychko, SE “Ukrmetrteststandard”, Kyiv, Ukraine
I. Zakharov, Kharkiv National University of Radio Electronics, 
Kharkiv, Ukraine
S. Zub, National Scientific Centre “Institute of Metrology”,  
Kharkiv, Ukraine

Responsible Secretary S. Bilousova
Literary Editor N. Myroshnychenko
Desktop Publishing and Design H. Mytsik

Printed in NSC "Institute of Metrology"
Editorial Address: NSC “Institute of Metrology”,  
Myronosytska Str., 42, Kharkiv, 61002
Tel.: (057) 704-98-43, fax: (057) 700-34-47
Е-mail: journal@metrology.kharkov.ua
Website: http://umj.metrology.kharkov.ua/

The edition is indexed by international bibliometric and 
scientometric database: Web of Science Core Collection, Google 
Scholar, WorldCat and BASE.
ISSN (Print) 2306-7039
ISSN (Online) 2522-1345
DOI: 10.24027/2306-7039

The Journal is registered in the Ministry of Justice of Ukraine. 
The Certificate of State Registration: series KV No. 22932-12832PR 
of September 26, 2017. “Ukrainian Metrological Journal” was 
included to the List of scientific specialized editions of Ukraine 
based on the Order of the Ministry of Education and Science of 
Ukraine No. 1301, dated October, 15, 2019 in category “А”.
NSC “Institute of Metrology” is registered in the State Commit-
tee for Television and Radio Broadcasting of Ukraine Certificate 
of publisher series DK No. 5944, dated January 15, 2018.

Electronic version is on the website of Vernadsky National Library of 
The NAS of Ukraine www.nbuv.gov.ua/portal/natural/Umlzh/index.html

The Journal has been issued since 1995

2022 № 3



C o n t e n t s
 

General and legal metrology
F. Pavese. Uncertainty in case of lack of 
information: extrapolating data over time,  
with examples of climate forecast models. .  .  .  .  .  .  .  .  . 3

I. Zakharov, O. Botsiura, P. Neyezhmakov.  
Study of approaches to determining the required 
number of multiple observations. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 9

Measurements of electrical and magnetic 
quantities
O. Velychko, T. Gordiyenko. Metrological  
aspects of introducing charging stations  
for electric vehicles. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 14

M. Serhiienko, І. Skrypka, N. Shtefan.  
Evaluation of the measurement uncertainty during 
the calibration of teraohmmeters and insulation 
resistance meters. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 21

Measurements of geometric quantities
Ya. Serikov. Ways to increase the reliability and 
accuracy of determining the geometric parameters 
of cracks in the concrete of buildings using the 
ultrasonic pulse method. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 26

Measurements of optical-physical and 
luminous quantities
P. Neyezhmakov, O. Pitiakov, S. Shpak,  
S. Baghirov, T. Sakhno, G. Kozhushko.  
Luminance flicker of LED lamps and lighting 
fittings for general lighting. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 33

M. Kokodii, A. Natarova, I. Priz, O. Biesova. 
Express method for measuring the refractive  
index of transparent fibres. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 43

S. Yefymenko, I. Hryhorenko, Iu. Khoroshailo,  
S. Hryhorenko. Applying covariance analysis  
to determine the factor influence on the control 
parameter in colorimetric study . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 49

Measurements of ionizing radiation 
characteristics
O. Yurchenko, T. Chernozhuk, O. Baklanov.  
Analysis of hot coolants of nuclear power plants  
by sonoluminescence spectroscopy. .  .  .  .  .  .  .  .  .  .  .  .  .  . 56

З м і с т

Загальна та законодавча метрологія
Ф. Павезе. Невизначеність у разі відсутності 
інформації: екстраполяція даних у часі, з прикла-
дами моделей прогнозування клімату . .  .  .  .  .  .  .  .  .  .  . 3

І.П. Захаров, О.А. Боцюра, П.І. Неєжмаков. 
Дослідження підходів до визначення необхід- 
ної кількості багаторазових спостережень. .  .  .  .  .  .  .  . 9

Вимірювання електричних та магнітних 
величин
O.М. Величко, Т.Б. Гордієнко. Метрологічні 
аспекти впровадження зарядних станцій  
для електромобілів . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 14

М.П. Сергієнко, І.О. Скрипка, Н.В. Штефан. 
Оцінювання невизначеності вимірювань  
при калібруванні тераомметрів та вимірювачів 
опору ізоляції. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 21

Вимірювання геометричних величин
Я.О. Сєріков. Шляхи підвищення достовірності 
й точності визначення геометричних парамет-
рів тріщин у бетоні будівельних об'єктів 
ультразвуковим імпульсним методом. .  .  .  .  .  .  .  .  .  . 26

Вимірювання оптико-фізичних та 
світлових величин
П.І. Неєжмаков, О.С. Пітяков, С.В. Шпак,  
С.А. Багіров, Т.В. Сахно, Г.М. Кожушко.  
Мигтіння яскравості світла світлодіодних ламп  
та світильників для загального освітлення. .  .  .  .  .  . 33

М.Г. Кокодій, А.О. Натарова, І.А. Приз,  
О.В. Бесова. Експрес-метод вимірювання 
показника заломлення прозорих волокон . .  .  .  .  . 43

С.А. Єфименко, І.В. Григоренко, Ю.Є. Хорошайло, 
С.М. Григоренко. Застосування коваріаційного 
аналізу для визначення факторного впливу  
на параметр контролю при колориметричному 
дослідженні. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 49

Вимірювання характеристик іонізуючого 
випромінювання
О.І. Юрченко, Т.В. Черножук, О.М. Бакланов. 
Аналіз гарячих теплоносіїв АЕС методом 
сонолюмінесцентної спектроскопії. .  .  .  .  .  .  .  .  .  .  .  . 56

© ННЦ “Інститут метрології”
Журнал рекомендовано до друку науково-технічною радою ННЦ “Інститут метрології” (протокол № 5 від 30.09.2022 р.).
Підписано до друку 30.09.2022 р. Формат 60×84/8. Офсетний друк. Ум.-друк. арк. 7,8. Обл.-вид. арк. 7,3. Тираж 400 прим.

2022  
№ 3

UKRAINIAN METROLOGICAL JOURNALУКРАЇНСЬКИЙ МЕТРОЛОГІЧНИЙ ЖУРНАЛ

 



Український метрологічний журнал, 2022, № 3, 9-13 9

I. Zakharov, O.  Botsiura, P.  Neyezhmakov

Introduction
“The methods developed and modified by the 

laboratory” may be applied at testing and calibration 
laboratories accredited for compliance with the 
requirements of the ISO 17025:2017 [1] based on 
7.2.1.4 of this standard. When developing a pro-
cedure for performing measurements during tests 
or calibrations, one of the most important issues 
is the choice of the minimum required number of 
measurements that provide, on the one hand, a given 
expanded measurement uncertainty, and, on the other 
hand, minimum laboriousness of performing them. 
It is generally accepted that the number of multiple 
measurements should be at least ten. This postulate is 
based on document [2], in the Notice to 3.2.2, which 
states that “If the number n of repeated observations 
is less than 10, then the reliability of the value of 
the standard uncertainty of measurement, which is 
estimated according to method A ... must be taken 
into account”. In fact, when performing multiple 
measurements, there is often no variability in the 
indications of a measuring instrument (for example, 
when calibrating a calliper with a gauge block, there is 
no point in performing multiple measurements at all).

The purpose of this paper is to study the issue 
of determining the minimum required number of 
observations based on the known characteristics of 
the observed scattering of indications and type B 
uncertainty.

1. Basic algorithm of measurement uncertainty eva-
luation [3]

In this case, which is the most common in pra-
ctice, the expanded measurement uncertainty U( y) will 
be equal to:

		  U y t u yp eff c( ) ( ) ( ),� �� 		  (1)

where uc( y) is the combined standard uncertainty; 
t p eff( )ν  is the Student’s coefficient for the level of 
confidence p; νeff  is the effective number of degrees 
of freedom determined for the case of direct multiple 
measurements by the formula:

		  �eff
B

A

n u y
u y

� � �
�

�
�

�

�
�( )

( )

( )
.1 1

2

2

2

		 (2)

Because the
		  u y u y u yc A B( ) ( ) ( ),� �2 2 		  (3)
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then expressing u yA ( )  as u y s nA ( ) ,=  where s is 
the standard deviation of the indications determined 
previously by numerous observations (n >10), and 
s u yB ( ) ,� �  we obtain an expression for the expan-
ded uncertainty in the form:

 U y t n n u y
np B( ) ( ) ( ) .� � ��

��
�
��

�
�
�

��

�
�
�

��
�1 1 1

2

2 2

�
�

	 (4)

Thus, with known uB( y) and given U( y), we 
obtain the dependence
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which, for a coverage probability of 0.9545, is shown 
in Fig. 1.

The argument of the Student’s coefficient in 
expression (5) can be non-integer. Therefore, to 
calculate the values of the Student’s coefficient for the 
coverage probability of 0.9545, the formula obtained 
by interpolating the tabular values of the Student’s 
coefficient was used:

	       t0 9575
2

2

1
1 3 0 361. ( )
. .

.�

�

�
� �

�

		  (6)

Interpolation error of (6) does not exceed ±0.36% 
for n ≥ 3. 

Using dependence � � �� ( , ),n  it is possible to ob- 
tain the required number of observations for a given 
value of U( y) and known values of uB( y) and s. 

For this, in Fig. 1, it is necessary to find a point 
of intersection of the lines drawn perpendicular to  
the axes from the given values of β and α and to 
take the required number of observation results, 
which is equal to n, corresponding to the underlying 
curve, which is closest to the point. For example, the 
intersection point of the perpendiculars for β = 4 and 
α = 3 will correspond to n = 5.

2. Monte Carlo method [4]
In this case, the measurement framework will  

look like:
		        Y � �� �, 			   (7)

where δ is the correction for the instrumental error 
of the measuring instrument, which has a normal 
or uniform distribution law with zero mathematical 
expectation and a single standard deviation; ε is the 
correction for a random measurement error having  
a t-distribution with zero mathematical expectation, 
the number of degrees of freedom ν=n−1, and  
a standard deviation obtained by:

		     s s n
n nt �

�
�
1

3( )
. 		  (8)

The change of α was carried out in the range 
from 0.01 to 5. Using the NIST Uncertainty Ma-
chine program [5], for the given parameters α, n and  
uB = 1, the value of the expanded uncertainty U was 
determined for the confidence levels of 0.95, and 
then the value of β was determined. The dependences 
� � �� ( , )n  are shown in Fig. 2.

Fig. 1. Dependence � � �� ( , )n  obtained by GUM uncertainty framework
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The algorithm for determining the required 
number of measurements is similar to that described 
in paragraph 1.

3. The Law of Expanded Uncertainty Propagation 
(LEUP)

A good approximation of the results obtained by 
the Monte Carlo method is the LEUP [6]. The bias 
of the values of the expanded uncertainty obtained by 
the LEUP from the values obtained by the MCM do 
not exceed 4.5%. For the measurement framework (4), 
in this most common case, the expanded measurement 
uncertainty will be equal to:

		  U y U UA B( ) ,� �2 2 		  (9)

where UA, UB are the expanded uncertainties of ty- 
pe A and B, respectively, which are determined by 
the formulas:

		  U t n s
nA p� � �( ) ,1 		  (10)

		      U k uB p B= . 			   (11)

In formula (10), tp(n−1) is the Student’s coeffi-
cient for confidence level p and the number of degrees 
of freedom n−1. In formula (11), kp is the cove- 
rage factor for the normal or uniform distribution  
laws for confidence level p.

With this in mind, expression (6) can be rewrit-
ten as:

	      �
�

� � � �
U y
u y

t n
n

k
B

p p
( )

( )
( ) .2

2
21 	 (12)

From here, one can obtain:

		  n
t n kp p
( )

.
�

�
�

�
1 2 2

�

�
� 		  (13)

For confidence level p = 0.9545, the dependence 
n(γ) is well approximated by the expression (the ap-
proximation error at the point n = 3 is 2.85%, and  
for n > 3, it is no more than 1.5%):

		  n � �4 2 52� . . 			   (14)

For confidence level p = 0.95, the dependence 
n(γ) is well approximated by the expression (the 
approximation error at point a, for n≥3, is not more 
than ±1.4%):

		   n � �3 9 2 42. . .� 			   (15)

If β=4 and α=3 and normal distribution attri-
bute to instrumental uncertainty type B, for p = 0.9545  
we get kp = 2.0, γ = 0.866 and n = 5.5; and for p = 0.95 
we get kp = 1.96; γ = 0.86 and n = 5.3.

Conclusion
When developing testing or calibration mea-

surement procedures, one of the most important 
issues is the choice of the minimum required  
number of multiple observations n. The solution 
to the issue will depend on the method used for  
the measurement uncertainty evaluation. The report 
presents options for calculating n for the cases of 
applying the GUM uncertainty framework [3],  
the Monte Carlo method (MCM) [4], and the  
Law of the expanded uncertainty propagation  
(LEUP) [6]. 

Fig. 2. Dependence � � �� ( , )n  obtained by MCM



Ukrainian Metrological Journal, 2022, No 3, 9-1312

Study of approaches to determining the required number of multiple observations

Дослідження підходів до визначення необхідної 
кількості багаторазових спостережень
І.П.  Захаров 1,2, О.А.  Боцюра 2, П.І.  Неєжмаков 1
1 Національний науковий центр “Інститут метрології”, вул. Мироносицька, 42, 61002, Харків, Україна
pavel.neyezhmakov@gmail.com 
2 Харківський національний університет радіоелектроніки, просп. Науки, 14, 61166, Харків, Україна
newzip@ukr.net

Анотація
Обговорюється необхідність визначення мінімальної кількості спостережень під час розробки методики 

вимірювань в акредитованих за вимогами стандарту ISO/IEC 17025:2017 лабораторіях. Вихідними даними для 
обчислення є цільова розширена невизначеність, стандартна інструментальна невизначеність засобу вимірювання 
та оцінка стандартного відхилення розкиду його показань. Розглянуто способи оцінки числа спостережень при 
оцінюванні розширеної невизначеності за методикою “Керівництва з оцінювання невизначеності вимірювань” 
(GUM), методом Монте-Карло (ММК) та при використанні запропонованого авторами Закону розповсюдження 
розширеної невизначеності (ЗРРН), який дозволяє отримувати оцінки невизначеності вимірювань, близькі до 
оцінок, що отримують за допомогою ММК. У першому випадку (GUM) побудовано номограму, що дозволяє 
визначити мінімально необхідну кількість багаторазових спостережень на основі співвідношень заданих значень 
розширеної невизначеності вимірювання для ймовірності 0,9545 та оцінки стандартного відхилення розкиду показань 
засобу вимірювання до його стандартної інструментальної невизначеності. У випадку розрахування невизначеності 
вимірювань на основі ММК було запропоновано математичну модель обчислень, за допомогою програми 
NIST Uncertainty Machine здійснено моделювання нормального закону, який приписується інструментальній 
невизначеності типу В, та закону розповсюдження Стьюдента, який приписується невизначеності типу А, і на його 
основі для ймовірності 0,95 побудовано діаграму для розрахунку необхідної кількості спостережень при виконанні 
багаторазових вимірювань. Застосування ЗРРН виявилось найбільш універсальним для розрахунку необхідної 
кількості спостережень, оскільки дозволило отримати апроксимуючі вирази для ймовірностей 0,95 і 0,9545 та для 
нормального й рівномірного законів, що приписуються інструментальній невизначеності засобу вимірювання.

Ключові слова: кількість багаторазових спостережень; оцінка невизначеності вимірювання; модель невизначено-
сті GUM; метод Монте-Карло; закон поширення розширеної невизначеності.
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Using [3] and [4], the nomograms, which 
allows determining n based on the given values of 
the expanded measurement uncertainty, the standard 
deviation of the observed scattering of indications,  
and the standard instrumental uncertainty of type B, 
were obtained. 

Using the LEUP [6], which allows getting a good 
approximation of the results obtained by the MCМ, 

the formulas, that allow determining n depending  
on the known characteristics of the observed scatte-
ring of indications and the standard instrumental 
uncertainty of type B for the confidence levels of 0.95 
and 0.9545, were obtained.

The received results were compared, and the 
recommendations about their application are gi- 
ven.
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Аннотация
Обсуждается необходимость определения минимального количества наблюдений при разработке методики 

измерений в аккредитованных испытательных и калибровочных лабораториях. Рассмотрены способы оценки числа 
наблюдений при оценке расширенной неопределенности по методике GUM, методу Монте-Карло и на основе Закона 
распространения расширенной неопределенности. В первом случае построена номограмма, позволяющая определить 
минимально необходимое количество многократных наблюдений на основе заданных значений расширенной 
неопределенности измерений для вероятности 0,9545, стандартного отклонения разброса показаний измерительного 
прибора и нормально распределенной стандартной инструментальной неопределенности типа В. В случае расчета 
неопределенности измерений на основе метода Монте-Карло было произведено моделирование нормального 
закона и закона распространения Стьюдента с заданными характеристиками и на его основе для вероятности 0,95 
построена диаграмма для расчета необходимого количества наблюдений при выполнении многократных измерений. 
Применение Закона распространения расширенной неопределенности оказалось наиболее универсальным для 
расчета необходимого количества наблюдений, поскольку позволило получить аппроксимирующие выражения для 
обоих значений вероятности, а также для нормального и равномерного законов, приписываемых компонентам 
типа В.

Ключевые слова: количество многократных наблюдений; оценка неопределенности измерения; модель 
неопределенности GUM; метод Монте-Карло; закон распространения расширенной неопределенности.
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